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JACKET
INSULATION

CONDUCTOR

TAPE SEPARATOR

FLOODING COMPOUND

CABLE SPECIFICATIONS

COMPOSITE 1
24 AWG Category 6, Non-Shielded Twisted Pair (UTP) Cable For Data Transmissions. 
This Cable is Non-Plenum Rated And Verified to Category 6 Electricals And Designated for Outdoor 
Use, UV Resistant

CONDUCTOR 24 AWG Solid Bare Copper

INSULATION PE

COLOR CODE White-Blue/Blue, White-Orange/Orange, White-Green/Green, White-Brown/Brown

JACKET 0.025" PE, UV Resistant Black; Flooding compound under Jacket

MARKING CATEGORY 6 --- 4PR/24 AWG DIRECT BURIAL CABLE

OVERALL DIAMETER 0.240" Nom.

JACKET THICKNESS 0.025" Nom.

JACKET SPOT THICKNESS 0.020" Nom.

CAPACITANCE 5.6 nF/100m nominal

IMPEDANCE
100+/-15 Ohms (1-100 MHz)
100+/-20 Ohms (100-200 MHz)
100+/-25 Ohms (200-250 MHz)

DC RESISTANCE / 
UNBALANCE 9.38 ohms/100m Max/ 5% Max

DIELECTRIC BREAKDOWN 2500 Volts DC Conductor to Conductor

PROPAGATION DELAY 5.45nSec/m Max @ 10MHz

PROPAGATION 
DELAY SKEW ≤ 45ns/100m

NOMINAL VELOCITY OF 
PROPAGATION, NVP 62.7%

TEMPERATURE RATING 0 C to 60 C Installation -40 C to 70 C Operating

VOLTAGE RATING Safety (per NEC 800): 300V Operating: 80V

INDUSTRY STANDARDS
AGENCY APPROVALS Outdoor Use, Made in the USA

PART NUMBER 775600-110DB
4 TWISTED PAIR FLOODED CABLE�
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FREQ
MHZ.

IL 
(dB)

RL 
(dB)

NEXT 
(dB)

PS NEXT 
(dB)

ACR 
(dB)

PS ACR 
(dB)

ACRF 
(dB)

PS ACRF 
(dB)

 STD TYP STD TYP STD TYP STD TYP STD TYP STD TYP STD TYP STD TYP

1 2.0 1.7 20.0 30.6 75.3 90.1 72.3 88.2 72.3 88.4 70.3 86.5 68.0 85.2 65.0 83.7

4 3.8 3.4 23.0 29.0 66.3 81.3 63.3 79.4 61.5 77.9 59.5 76.0 55.9 73.5 52.9 72.1

8 5.3 4.8 24.5 31.6 61.8 77.0 58.8 74.9 55.4 72.1 53.4 70.1 49.9 67.6 46.9 66.0

10 6.0 5.4 25.0 32.7 60.3 74.9 57.3 73.0 53.3 69.5 51.3 67.6 48.0 65.7 45.0 64.1

16 7.6 6.9 25.0 34.8 57.2 71.7 54.2 69.7 48.7 64.8 46.7 62.8 43.9 61.6 40.9 59.9

20 8.5 7.7 25.0 35.8 55.8 69.5 52.8 67.7 46.3 61.8 44.3 60.0 41.9 59.6 38.9 57.9

25 9.5 8.6 24.3 35.6 54.3 67.8 51.3 66.0 43.8 59.2 41.8 57.4 40.0 57.6 37.0 55.9

31.25 10.7 9.6 23.6 35.6 52.9 66.7 49.9 64.9 41.2 57.1 39.2 55.2 38.1 55.6 35.1 53.8

62.5 15.4 13.8 21.5 29.7 48.4 62.3 45.4 60.4 32.0 48.5 30.0 46.6 32.0 48.5 29.0 47.0

100 19.8 17.7 20.1 26.1 45.3 58.8 42.3 57.1 24.5 41.1 22.5 39.4 28.0 42.5 25.0 41.5

155 25.2 22.3 18.8 22.6 42.4 56.2 39.4 54.5 16.3 33.9 14.3 32.2 24.1 37.9 21.1 36.7

200 29.0 25.6 18.0 20.5 40.8 54.2 37.8 52.6 10.8 28.6 8.8 27.0 21.9 36.5 18.9 35.3

250 32.8 28.9 17.3 18.6 39.3 51.4 36.3 49.9 5.5 22.5 3.5 21.0 20.0 35.2 17.0 33.8

300 - 31.9 - 17.3 - 49.4 - 48.0 - 17.5 - 16.1 - 31.9 - 30.7

350 - 34.8 - 16.1 - 46.5 - 45.2 - 11.8 - 10.5 - 30.3 - 29.0

400 - 37.3 - 15.1 - 44.3 - 43.0 - 7.0 - 5.7 - 29.1 - 27.7

450 - 39.7 - 14.4 - 43.6 - 42.6 - 3.9 - 2.8 - 27.1 - 25.5

500 - 42.3 - 13.9 - 42.8 - 41.7 - 0.5 - -0.6 - 26.7 - 25.0

550 - 44.7 - 13.4 - 42.6 - 41.4 - -2.1 - -3.3 - 25.1 - 23.6

(All tests include swept frequency measurements) (Tests above 250 MHz Characterized for Engineering Purposes Only)
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